PDT POWER STRIPS

New Models Shipping Now!

Great News!
New models of PDT Power Strips have been added to complete this popular series.
With these additions, PDT Series Power strips are now available for every rack

we make. This means that the industry’s lightest, thinnest, most easily installed
strips can be used on every applicable job.

New PDT Series Models Shipping Now!
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Here is the complete line of PDT Series Power Strips -
the thinnest, lightest, most easily mounted strips in the industry.

New models are shown in bold - give them a try at your new job!

Fits
Chassis | Chassis Racks | Local |Standard
Style Length | Amperage Outlets Termination Protection Coded | Meter | Number
0!!

PDT-615C 15 Amp 9’ cord single stage surge, EMI, circuit breaker No 1,2,3,4

PDT-615C-NS PDT 30” 15 Amp 6 9’ cord circuit breaker only E No 1,3
PDT-1015C-RN PDT 37-3/4" 15 Amp 10 9’ cord 2-stage surge w/remote notification & circuit breaker ﬂ No 1,2,3,4
PDT-1015C-NS PDT 37-3/4" 15 Amp 10 9’ cord circuit breaker only E No 1,3
PDT-1015C-NS20 PDT 37-3/4" 15 Amp 10 20' cord circuit breaker only ﬂ No 1,3
PDT-1015C-M-NS PDT 37-3/4" 15 Amp 10 9’ cord circuit breaker only ﬂ Yes 1,3
PDT-1415C PDT 60” 15 Amp 14 9’ cord single stage surge, EMI, circuit breaker No 1,2,3,4
PDT-1415C-NS PDT 60” 15 Amp 14 9’ cord circuit breaker only No 1,3
PDT-1615C-NS PDT 33-1/2" 15Amp 16 9’ cord circuit breaker only E No 1,3
PDT-2015C-RN PDT 72-3/4" 15 Amp 20 9’ cord 2-stage surge w/remote notification & circuit breaker ﬂ No 1,2,3,4
PDT-2015C-NS PDT 72-3/4" 15 Amp 20 9’ cord circuit breaker only n No 1,3
PDT-2015C-M-NS PDT 72-3/4" 15 Amp 20 9’ cord circuit breaker only ﬂ Yes 1,3
PDT-620C-NS PDT 30” 20 Amp 6 9’ cord circuit breaker only E No 1,3
PDT-1020C-NS PDT 37-3/4" 20 Amp 10 9’ cord circuit breaker only m No 1,3
PDT-1220C-NS PDT 60” 20 Amp 12 9’ cord circuit breaker only No 1,3
PDT-1620C-NS PDT 33-1/2" 20 Amp 16 9’ cord circuit breaker only E No 1,3
PDT-2020C-NS PDT 72-3/4" 20 Amp 20 9’ cord circuit breaker only ﬂ No 1,3
PDT-2020C-RN PDT 72-3/4" 20 Amp 20 9’ cord 2-stage surge w/remote notification & circuit breaker n No 1,234
PDT-2020C-M-NS PDT 72-3/4" 20 Amp 20 9’ cord circuit breaker only ﬂ Yes 1,3
PDT-2020TL-NS PDT 72-3/4" 20 Amp 20 9’ cord, twistlock plug circuit breaker only ﬂ No 1,3
PDT-2020TL-M-NS PDT 72-3/4" 20 Amp 20 9’ cord, twistlock plug circuit breaker only n Yes 1,3
1. Conforms to UL Standard 1363 3. Certified to CSA Standard C22.2 No. 21 5. Conforms to UL Standard 1640
2. Conforms to UL Standard 1449, 3rd Ed. 4. Certified to CSA Standard C22.2 No. 8 6. Certified to CSA Standard €22.2 No. 14M91
Isolated
# of Chassis Wire (Technical) Racks | Standard
Outlets | Length | Termination | Gauge Ground Number

PDT-2X615S PDT (2) 15A 12 30” J-Box 12 Field Configurable E 172
PDT-2X815 PDT (2) 15A 16 60” J-Box 12 Field Configurable 1,2
PDT-2X1015 PDT (2) 15A 20 72-3/4" J-Box 12 Field Configurable n 1,2
g PDT-2X1015T PDT (2) 15A 20 72-3/4" J-Box 12 Field Configurable n 1,2
-E PDT-2X320 PDT (2) 20A 6 30” J-Box 12 Field Configurable E 1,2
2 PDT-2X520 PDT (2) 20A 10 44» J-Box 12 Field Configurable . 1,2
PDT-2X820 PDT (2) 20A 16 60” J-Box 12 Field Configurable 1,2
PDT-2X1020 PDT (2) 20A 20 72-3/4" J-Box 12 Field Configurable n 1,2
PDT-2X1020T PDT (2) 20A 20 72-3/4" J-Box 12 Field Configurable n 1,2
1/2” Flex Cable available on request (1’-10’ length) 1. Conforms to UL Standard 5 2. Certified to CSA Standard C22.2 No. 62
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